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TECHNICAL QUESTIONNAIRE: 

COIL VERTICAL EYE
Nominal coil dimensions:

	Max. weight:
	
	kg

	OD (min.)
	
	mm

	OD (max.)
	
	mm

	ID (min.)
	
	mm

	ID (max.)
	
	mm

	Width (min.)
	
	mm

	Width (max.)
	
	mm

	Sheet thickness (min.)
	
	mm

	Sheet thickness (max.)
	
	mm

	Expected max. air-gap
	
	mm

	Min. OD presenting the max. load
	
	mm

	Max. coil temperature
	
	°C

	Max. environment temp.
	
	°C

	Compact coil:
	 FORMCHECKBOX 

	

	Open coil:
	 FORMCHECKBOX 

	

	Coil density:
	
	kg/dm3


Coil strapping:

	Strap position:
	External
	 FORMCHECKBOX 


	
	Through the eye
	 FORMCHECKBOX 


	No of straps:
	
	

	Strap dimensions:
	W:
	Th.:


Telescoping prevention:

	Internal turn welded:
	 FORMCHECKBOX 


	Internal turn glued:
	 FORMCHECKBOX 


	Internal turn folded:
	 FORMCHECKBOX 


	Eye strapping:
	 FORMCHECKBOX 


	External strapping:
	 FORMCHECKBOX 


	None:
	 FORMCHECKBOX 



Edge stagger:

	Min. edge stagger:
	
	mm

	Max. edge stagger:
	
	mm

	Constant on the coil surface?
	 FORMCHECKBOX 
 Yes
	 FORMCHECKBOX 
 No

	% of windings at 0 edge stagger:
	
	%

	Wire gauge (open coil only)
	
	mm


Winding defects:

	Surface flatness
	F min.
	
	mm

	
	F max.
	
	mm

	Internal extrusion area:
	IXD min
	
	mm

	
	IXD max.
	
	mm

	
	A min.
	
	mm

	
	A max.
	
	mm

	External extrusion area:
	OXD min.
	
	mm

	
	OXD max.
	
	mm

	
	B min.
	
	mm

	
	B max.
	
	mm

	Local winding defect:
	C max.
	
	mm

	
	D max.
	
	mm
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